
ABSTRACT 

Simultaneous measurements were made for particle 
releases and off-gassing products produced by heating 
electrical wires. The wire samples in these experiments 
were heated to selected temperatures in a heating 
chamber and responses to vapor releases were 
recorded by the JPL Electronic Nose (ENose) and an 
Industrial Scientific ITX gas-monitor;  particles released 
were detected by a TSI P-Trak particle counter. The 
temperature range considered for the experiment is 
room temperature (24-26°C) to 500 °C. The results were 
analyzed by overlapping responses from the ENose,  
ITX gas sensors and P-Trak, to understand the events 
(particle release/off-gassing) and sequence of events as 
a function of temperature and to determine qualitatively 
whether ENose may be used to detect pre-combustion 
event markers. 

INTRODUCTION 

Understanding pre-combustion event markers, off-
gassing and particle release leading up to combustion is 
important for crew health and safety on space vehicles. 
One scenario of such events occurring may be failure of 
electrical wires after prolonged use under high load 
conditions (voltage or temperature). When materials are 
heated, vapors are released; a pyrolysis stage follows 
with thermal decomposition of materials where 
chemicals and particles are released; finally, combustion 
may occur. Such thermal decomposition could occur 
during operation at diminished or elevated pressure as 
well as under atmospheric conditions. 

Heating of electrical wires would not only release 
vapors/particles due to the insulation material thermal 
break down, but also due to the oil/hydrocarbons used in 
the manufacturing process of drawing electrical wires. 
The sequence and identity of events that occur prior to 
combustion is not well understood.  The investigation is 
aimed at determining qualitatively whether the JPL 
Electronic Nose (ENose) can be used effectively as a 
monitor to detect pre-combustion events well before 
combustion and whether it could be used to develop 
necessary information to detect pre-fire events.   

Urban et al. [1,2] have studied the characteristics of 
particle release under low-gravity conditions by heating 
a set of polymer materials to simulate prefire events. In 
these studies, it was found that the particle size 
distribution for smoke from low gravity fires is larger than 
in normal gravity.  

It has been observed that the degradation of polymer 
materials in vacuum occurs at a lower temperature as 
compared to their thermal degradation under ambient 
conditions [3].  In the case of Teflon pyrolysis and 
combustion processes [4], a qualitative shift to lower 
temperatures is observed for the decomposition process 
when an oxidative atmosphere is used in the combustion 
process. These studies have focused on polymers off-
gassing during thermal decomposition [3-5]. Gases such 
as HCl, CO and HCN are among the polymer pyrolysis 
products of Teflon, and can be used as pre-combustion 
event markers in addition to particle releases. 

In a previous study [6], we investigated the vapor and 
particle releases from Silicone rubber and Kapton 
polymer samples over a temperature range of 20 to 
400oC. Polymer sample heating experiments have 
provided us with information on the nature of events 
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such as HCl and CO vapor and particle releases, 
sequence of events and conditions, such as 
temperatures, under which these events have occurred.  

In the study discussed here, simultaneous 
measurements of vapor and particle releases have been 
made while heating electrical wires. These samples are 
heated in a chamber and responses to vapor releases 
are recorded by the JPL ENose [7-18] and an Industrial 
Scientific ITX gas-monitor. Particles released are 
monitored by a TSI P-Trak particle counter. 

 
EXPERIMENTAL 

The experimental set up and protocols for experiments 
in this study are similar to our previous investigations 
aimed at measuring pre-combustion signatures for 
polymer samples [6]. These experimental 
setup/protocols were based on the microgravity 
combustion experiments at NASA Glenn Research 
Center, which preceded the Smoke and Aerosol 
experiments (SAME) [1,2]. The SAME experiments were 
performed by resistively heating samples of silicone, 
Kapton, cellulose, and Teflon materials to produce 
smoke. The smoke was collected and aged (or stored 
for pre-determined time) in a chamber to allow the 
particles to coagulate. Following this the smoke was 
pushed from the ageing chamber using a piston 
assembly. In our experiments, smoke was pulled from 
the heating chamber using the internal pumps of the 
monitoring instruments. 

 The experimental setup consists of a heating chamber 
connected to the JPL ENose, ITX gas monitor and the 
P-TRAK particle monitor (Figure 1).   

 

 

 

 

 

 

Two types of wire samples were used in the current 
experiments. Both samples are stranded nickel-plated 
copper wire coated with PTFE (Teflon) insulation. In the 
current study one sample is black and one is white. The 
wires are identical in specification in terms of their size, 
maximum resistance, weight, voltage specification, etc. 
We chose these wires because they are used in the 
Third Generation JPL ENose Flight Technology 
Demonstration instrument, and are thus representative 
of material used in flight instruments. Wire samples of 
mass about 0.1-0.2 g were taken for the heating 
experiments. 

In our experiments, prior to introducing the wire sample in 
the combustion chamber at room temperature, ENose 
sensors were baselined for more than an hour. The wire 
sample was introduced into the quartz tube of the heating 
chamber. The first measurement was made at room 
temperature with the wire sample in the combustion 
chamber. Temperature scans were then performed on the 
wire samples by ramping and soaking.  Temperature 
ramps are performed from room temperature (24-25.5°C) 
to 50 °C and then 50°C to 500°C in increments of 50 °C. A 
ramp rate of 2.5-3.5 °C/min and soak time of 20 minutes 
were used. These heating rate values are taken from  a 
study that focused on characterizing the thermal stability of  
polymers using temperature scanning thermogravimetry 
experiments [19].        

Vapors released during the current wire heating were 
monitored by the JPL ENose and the ITX gas monitor, 
and particles released were monitored by the P-TraK. 
During the temperature scan experiments, the 
instruments were operated at their normal pump 
capacities for sampling vapors and particles released 
from the combustion chamber.   

The heating chamber consists of an alumina tube wrapped 
with heating coils and covered with insulation (Figure 2(a)). 
There is an inner quartz tube that accommodates the wire 
samples and is in contact with the alumina tube. The 
heater is connected to a power supply. A microprocessor 
temperature controller takes temperature input from the 
chamber and regulates the power to the heating elements 
based on the desired temperature set point and ramp 
rates. The heater was calibrated to provide determined 
temperatures within the quartz tube by setting a 
corresponding temperature on the controller.  

The JPL ENose Sensor Unit (shown in Figure 2(b)), 
consists of an anodized aluminum chassis which houses 
the 32 sensor element array and pneumatic system. The 
ENose device layout has been previously discussed in 
detail [12]. The sensors consists of both organic and 
inorganic sensor material types [13]. In operation, a 
baseline of clean air is established, and deviations from 
that baseline are recorded as changes in resistance of 
the sensors. The ENose can run continuously and 
monitor for the presence of toxic chemicals in the air at 
parts-per-million (ppm) to sub parts-per-billion (ppb) 
concentration ranges, depending on the chemical 
species. It identifies and quantifies vapors of chemical 
species to which it has been trained.  
 
The ITX gas monitor was used in these experiments 
because it is the commercial version of the Compound 
Specific Analyzer-Combustion Products (CSA-CP) used 
by NASA in crew habitat to determine whether 
combustion products are present in breathing air. The 
ITX gas monitor, manufactured by Industrial Scientific, 
has electrochemical sensors that are specific to CO, 
HCl, and HCN gases, and quantify at parts-per-million 
(ppm) concentration levels.  The sensors have a 
resolution of about 1ppm and measure concentration in 
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Heating 
chamber
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Figure 1: Block diagram of experimental setup for wire 
heating to monitor off-gassing and particle release 



the range 0-30 ppm for HCl and HCN and 0-999 ppm for 
CO. The ITX gas monitor is shown in Figure 2(c) 

The P-Trak particle counter (TSI, Inc.) is a condensation 
particle counter (CPC) shown in Figure 2(d). It measures 
submicron to micron range particles (0.02-1 microns). In 
the P-Trak instrument, particles are drawn into a 
chamber by a pump; they  pass through a saturator tube 
where the particles mix with alcohol vapors. The mixture  
of alcohol and particles is then drawn into a condenser 

tube, which cools the air/particle stream causing alcohol 
to condense on the particles and the particles to grow 
into detectable droplets. The droplets produce flashes of 
scattered light, when passing through a focused laser 
beam. The scattered light flashes are sensed by a 
photodetector and counted to determine particle number 
concentration (particles/cc). The maximum limit of 
detection by the P-Trak is 500,000 particles/cc. 

 

Figure 2: (a) Heating chamber for the wires (b) JPL ENose sensor unit (c) ITX gas monitor       
               (specific for CO, HCl, HCN) and  (d)  P-Trak particle counter 
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RESULTS AND DISCUSSION  

(i) Heating black wire sample 

The results for vapor and particle release for the black wire 
heating are analyzed by overlapping responses from the 
ENose and ITX gas monitor and P-Trak, to understand the 
kind of events and sequence of events as a function of 
time and temperature. The results from heating the black 
wire are shown in Figure 3 (a)-(c). The sample temperature 
soak periods are shown as bars on the plots. The 
temperatures referred to in the following discussion are the 
sample temperatures listed above the bars. 

In Figure 3(a), normalized P-Trak particle counts are 
plotted versus time. The normalized particle count is 
defined as (Np(t)-Np(t=0))/Np(t=0), where Np(t=0) is the 
particle count at the start of the experiment time, t=0. The 
normalized particle count shows no significant change until 
the end of the 400°C cycle, following which there is a sharp 
rise in particle count during the 450°C soak cycle;  the 
particle count then subsides and then rises again during 
the 500°C cycle. A normalized value of ~100 corresponds 
to a particle count of about 500,000 particles/cc, which is 
the limit for the P-Trak particle counter.  

Figure 3(b) shows the results from the humidity sensor of 
the JPL ENose and the HCl/CO/HCN measurements from 
the ITX gas monitor. In the temperature ranges (25.1 to 
500°C), 6 significant humidity events were observed by 
the JPL ENose, with no response from the ITX gas 
monitor, with 4 observed below 250°C. The other two 
humidity changes observed after 250°C are significantly 
higher than the ones that occurred below 250°C.  

The ITX gas monitor did not detect any CO/HCl/HCN 
gases up to a temperature of 400°C. Small amounts (1-2 
ppm) of HCl are seen below 400°C. During the ramp 
cycle from 450-500°C and during the soaking at 500°C, 
we observe a sudden increase in CO concentrations of 
about 60 ppm and an increase in HCl concentrations up 
to 6-7 ppm. It also interesting to see that the HCN 
sensor drifts during the 500°C soak, indicating the 
presence of some other chemicals, which along with CO 
and HCl and humidity result in negative sensor response 
of the HCN sensor. The experiments were stopped 
during the 500°C soaking cycle, as the HCl 
concentration levels were rising above the exposure limit 
for the ITX sensors.     

Comparing Figure 3(a) and Figure 3(b), we observe that 
the spike in particle release happens prior to the first CO 
and HCl events. The particle release events subsides, 
after the 450°C cycle, but during the 500°C cycle, the 
particle count increases in the same way as during the 
HCl and CO events.  

Representative ENose sensor responses of four sensors 
to vapors released from heating the black wire are 
shown in Figure 3(c). The baseline drift of the ENose 
sensors during the temperature scans match the 
humidity trends recorded in the ENose sensing chamber 
(compare humidity trace in Figure 3(b) with sensor trace 
in Figure 3(c)). ENose sensors respond to all humidity 
events below 250°C and the significant humidity 

changes that occur after. We see two significant 
humidity changes after 250°C; the first one, ~ 500 ppm, 
occurs between 300-400°C and the second one, ~380 
ppm, occurs at  temperatures above 450°.  

The sensor response to humidity change that occurs at 
temperatures above 450°C is greater in magnitude than 
would be expected for a humidity change of this 
concentration, and in fact is 7-10% greater than the 
sensor response for the larger humidity change (~500 
ppm) occurring in the temperatures range 300-400°C. 
Hence, we can surmise that the ENose sensor response 
at 450°C and above may correspond to vapors released 
at the same time as the sudden HCl release, and not 
only to the increase in humidity. Also, since the wires are 
manufactured using oil/hydrocarbons, the vapors 
released would also have the decomposition products 
formed from these.  

 (ii) Heating white wire sample 

The results after heating the white wire in the range 
24.4-450°C for the three instruments is shown in Figure 
4(a)-(c). As with the black wire, the sample temperature 
soak periods are shown as bars on the plots. The 
sample temperatures listed above the bars, would be 
used in the following discussion. 

Similar to the particle release by the black wire, the white 
wire shows no significant normalized particle count 
change until the end of the 400°C soak. (Figure 4(a)). 
After 400°C the particle count spikes. The results from 
the humidity sensor of the JPL ENose and the 
HCl/CO/HCN measurements from the ITX gas monitor 
are shown Figure 4(b). Interestingly, we see one 
substantial humidity change occurring around 150°C. 
The HCl  and CO concentrations spike during the 450°C 
soak, the same spike was observed at 500°C for the 
black wire sample. The experiments were stopped after 
450°C soaking cycle, as the HCl concentration levels 
were rising quickly and could exceed the exposure limit 
for the ITX sensors.     

Representative JPL ENose response to released vapors 
is shown in Figure 4(c). It can be seen the ENose 
response to the humidity change at 150°C is smaller 
than the black wire case (occurring in 400-500°C range). 
Like the black wire heating experiment, we see 
continuous decrease of humidity prior to the rise in 
humidity. There are more substantial humidity release 
events observed in the black wire heating experiment as 
compared to one for the white wire experiment.  

The wire heating experiments show a different sequence 
of events when compared to polymer heating 
experiments in the particle release and off-gassing. In 
our polymer heating investigations [6], silicone rubber 
and Kapton polymer samples were heated over a 
temperature range of 20 to 400oC. The silicone sample 
released water at three temperatures, particles at 
temperatures below 200oC and HCl and possibly other 
vapors slightly above 200oC. The Kapton sample did not 
release vapors other than water; Kapton released 
particles only at 400oC. 



 

(a) 

(b) 

(c) 

Figure 3: Black wire heating results showing (a) temperature scans and P-Trak particle 
count data, (b) ITX gas monitor and ENose humidity data and (c) ENose sensor data. 
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Figure 4: White wire heating results showing (a) temperature scans and P-Trak particle 
count data, (b) ITX gas monitor and ENose humidity data and (c) ENose sensor data. 
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CONCLUSIONS 

In the current study, we have investigated vapor and 
particle releases from two wire samples over a 
temperature range 24-500°C; each had a different color 
insulation. The black wire showed about 6 significant 
water releases in the entire temperature range. Particle 
count rise was found to happen only above 400 °C. Also 
seen above 400°C is a rise in CO, HCl and other vapor 
concentrations causing a drift in HCN sensor response. 
The white wire shows only one significant humidity 
release, which occurs below 150°C. Above 400°C, both 
the particle release and CO, HCl and vapor release rises 
on heating the black and white wire is due to breakdown 
of the insulation and probable contributions from  
oil/hydrocarbon release or breakdown. 

In addition, the identity of the vapors  released while 
wires are heating is yet to be determined; this 
determination will require collecting samples and 
analyzing them using standard analytical techniques 
such as Gas Chromatography-Mass Spectometry. 

In conclusion; the results of this study indicate that it 
would be possible to detect pre-combustion events from 
electrical wires using the ENose or a particle counter, or 
a combination of the two.  the ENose might give a lower-
temperature warning. Particles for the wires that have 
Teflon coating are released above 400°C. At 
temperatures below this, water is released in low 
concentrations for both the black and the white wires; 
HCl and possibly other vapors are released below 400oC 
for the black wire.  

Since the ENose has not yet been  trained to HCl, the 
sensor response pattern to HCl or HCl plus water is not 
yet known, and so it cannot be said unequivocally that 
the sensors are responding to HCl. In addition, a 
complete analysis of the vapors released during wire 
heating has not yet been done, so it is possible that 
other vapors were released by the wires at the same 
time as HCl and the ENose sensors were responding to 
a mixture of components. Training the ENose to HCl and 
the combination of gases released from the wires 
remains for future work, as does full characterization of 
the identity of vapors released during wire heating. 
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ABBREVIATIONS 
ITX gas monitor: Industrial Scientific gas monitor 
ENose: Electronic Nose 
P-TRAK: TSI particle counter  
             (measures particle count) 
DUSTTRAK: TSI particle counter  

(measures particle concentration) 
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